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1. Columbian® D Series Workshop Vise 


An excellent, yet inexpensive, utility vise. Newly 
redesigned body distributes forces more evenly 
and increases the body strength. Instant-Action® 
design and new spring-loaded handle/screw 
ensures immediate engagement of the jaw. New 
paint process increases resistance against misuse 
and harsh environments. Heavy-duty jaw beam 
covers the cold-rolled, acme threaded screw. 
Positive locking swivel base rotates 180°. 
Permanent pipe jaws and replaceable serrated jaw 
faces. Jaw sizes are from 3%" to 6" with openings 
of 4" to 6". 


2. Woodcraft Vise 
No. 176 


Lightweight woodworking vise designed ~ 


especially for the home craftsman. 
High-tensile, grey iron jaws with 
cold-rolled steel 
guide bars. Jaws 
are drilled for ’ 
attachingwood 2 A 

faces. Zinc-plated 

steel main screw and crosspin handle. Red enamel 
finish. Jaw size of 6%" opens 47". 
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3. Woodworker's Vise 

No. 178 

Versatile woodworking vise for the home craftsman, 
woodworking shop and school shop. Features sliding 
dog in front jaw for use with bench stops. High-tensile, 
grey iron jaws with cold-rolled steel guide bars. Jaws 
are drilled for attaching wood faces. Plated-steel main 
screw and crosspin handle. Red enamel finish. Jaw 
size of 7" opens 8". 


4. Woodworker's Vise 

Rapid-Acting 

For use where changes in jaw openings must be made 
frequently and fast. Clockwise operation engages 
Power-Slide” mechanism with continuous thread screw 
for unrestricted inward motion and holding power. 
Counterclockwise operation disengages mechanism 
for “fast-sliding” adjustment of jaw opening. Furnished 
with dog-type front jaw for use with bench stops. Jaw 
size of 4" x7" opens 9", and jaw size of 4"x 10" opens 12". 


5. Wide-Side Woodworker’s Vise 
Specially designed vise has an additional 24" 
clamping area on the left-hand side which allows 
work to be held vertically or horizontally. Front jaw 
has a retractable dog for use with bench stops. Jaw 
size of 4"x 7" opens 9". 


6. Clamp-On Bench Vises 
Nos. 150 and 153 


Portable and compact bench vises for light 
work in the home, garage and shop. Small 
enough to store in a drawer or tool box, yet 
durable and strong. Cast-iron. Cast-in 
pipe jaws. No. 153 has a swivel base. 

Jaw size of 3"opens 2/4". 


7. Woodworker's Vise 
Solid Nut 

For general industrial and 
school woodworking. } 
Heavy steel screw with ¢«~—y 


double-lead, neni 
fast-running Y Sy PAs 
thread wr Ne: Ty 


provides ~ ge 
maximum UW 
operating speed. Solid nut 

assures long, repair-free life. 

Dog-type front jaw for use with bench stops. 
Jaw size of 4" x7" opens 9", and jaw size of 
4" x 10" opens 12". 


22. Craft C-Clamp 

No. 110 Series 

Light-duty C-clamp designed for the home hobbyist. 
Clamp opening size is 4". 


23. Craft C-Clamp Set 

No. 1194 

A set of the most popular 4-piece Craft C-clamps. 
Clamp opening sizes are 2" and 3”. 


24. Carriage Clamp 

No. 140 Series 

The “original” carriage clamp designed for the home 
handyman, woodworker and light industrial service. 
Most popular C-clamp style for over 50 years. Rugged, 
ductile/malleable-iron frames with black oxide screws, 
swivels and sliding crosspin handles. Clamp opening 
sizes are from 1" to 8". 


25. Super-Junior® C-Clamps 

Nos. 50 through 56 

These forged steel clamps combine a unique blend of 
light weight and great strength for years of service. 
Clamp openings range from 1" to 3" with varying 
throat depths. 


26. Deep-Reach Clamp 

No. 250 Series 

An inexpensive, deep-reach clamp. Ductile-iron 
castings, steel screw and sliding pin. Clamp 
opening sizes are from 1" to 3". 


27. Deep-Reach and 

Extra-Deep-Reach Clamps 

Nos. 245, 246, 551, 552, 556, and 573 

Deep-reach pattern, ductile/malleable-iron casting 
frames are designed especially for model and pattern 
making, aircraft construction and other medium 
clamping operations. Fine-pitch steel screws are 
designed for constant and accurate clamping 
pressure. Clamp opening sizes are from 2%" to 6%" 


28. Junior® C-Clamps 

Nos. 566 and 568 

Ductile-iron castings and P 
deep-square throats 

make these clamps 

ideal for model, ~ 

mold and pattern 

making. i? 
Available with em 


nylon caps on the screw oe 


ips and nylon insets 

securely fastened eg 

to the foot of the frame ne 
for non-marring 

clamping. Clamp sizes are 

1%" and 22". 


8. Clamp Fixtures 

No. 400 (fits %" threadless pipe) 

No. 420 (fits 4" threadless pipe) 

Easy to assemble on any length pipe. All parts are 
high-strength iron (except the steel screw) and 
finished in attractive red enamel. Hardened steel set 
screw holds the stationary jaw firmly on the pipe. 
Multiple-disc clutch provides sliding jaws with 
instant adjustment, secure hold and quick release. 


9. Clamp Fixtures 

No. 500 (fits %" pipe) 

No. 520 (fits 4" pipe) 

Easy to assemble on any length pipe. All parts are 
high-strength iron (except the steel screw) and finished 
in attractive red enamel. Multiple-disc clutch provides 
instant adjustment, secure hold and quick release. 


10. Clamp Fixtures 

No. 600 (fits %" pipe) 

No. 620 (fits 4" pipe) 

Easy to assemble on any length pipe. All parts are 
high-strength iron (except the steel screw and 
hardened-steel cam) and are finished in attractive gray 
enamel. Extra-heavy, black iron pipe is recommended 
for ordinary clamping; double-extra when greater 
pressure is required. Slide will not slip under pressure 
or stick when pressure is released. Frame tapped for 
standard pipe thread. 


11. Heavy-Duty Clamping System 

No. 6208 

This ready-to-use system includes a No. 600 Clamp 
Fixture, Clamp Pads and a 12" length of black iron 
pipe. Sliding jaw has a hardened-steel cam design 
and will not slip under pressure or stick when 
pressure is released. 


12. Work-Protecting Pads 

No. 570 

Pads provide a protective cushion between the 
clamped part and the metal jaws. Easy to slip on and 
off, these pads will fit any 1%" wide clamp face, 
eliminating the need for wooden blocks while firmly 
holding the part being clamped. 


13. Stand-Up Clamp Pads 

No. 580 

Designed to fit any standard clamp fixture used on 
y%" pipe, these pads protect the work piece while 
holding the clamp upright, providing hands-free 
loading of material. Wood blocks, pads and pipe 
saddles are eliminated entirely with these pads. 


14. Single-Clutch Bar Clamp Fixtures 
These fixtures have been designed to fit the new 
Interchangeable System. Simplicity of design and 
ease of use make these fixtures the choice of 
woodworking professionals. 


15. Standard-Service Steel Bar Clamp 

No. 33 Series 

Regular-duty clamp is designed for general 
clamping applications. Multiple-disc clutch 
provides quick adjustment, secure hold and instant 
release. Has a %c' x 1" steel bar, 1" swivel and 

3%" throat depth. Fixtures have red enamel finish. 
Functional work holding capacity is from 

6" to 36". 


16. Interchangeable Fixture Bar 

Clamp System 

This new and unique system will insure that the 
right length bar clamp is always available at a 
fraction of the cost of fixed fixture bar clamps. The 
fixtures are easily changed from bar length to bar 
length or from clamping to spreading applications. 
Throat depth of fixture is 2/4"; functional work 
holding capacity is 6" through 36". Start with the 
3-in-1 set fixtures, 6", 12" and 18" bars) and build 
your set from there. 


17. Wide-Face Bar Clamp 

Another example of innovation and response to 
market requirements. The wide-face bar clamp fixtures 
are also designed for use on the new Interchangeable 
Bar Clamp System. The wide, deep face of the fixture 
allows for proper clamping close to edges and 

edge gluing. 


18. Deep-Reach Steel Bar Clamp 
No. 35 Series 

Heavy-duty clamp is 

designed for clamping 


ee 
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applications which require / 

an extra-deep 5" throat. 

Multiple-disc clutch 

provides quick-adjustment, secure hold 

and instant release. Has a %" x 1" steel bar 


and 1" swivel. Fixtures have red enamel finish. 
Functional work holding capacity is from 6" to 36". 


19. Regular-Duty “I” Bar Clamp 

No. 72 Series 

Carbon steel “!” bar provides maximum strength for 
standard and extra-long openings. Multiple-disc clutch 
allows quick adjustment, secure hold and instant release. 
Clamping surface is 2" deep and 1%" wide. Bar dimension 
is %s" X 14" x %". Functional work holding capacity 

is from 2' to 8. 


~ 


20. Regular-Duty “1” Bar Clamp 

No. 640 

A rapid-acting, powerful clamp with patented 
locking device. Designed and constructed 

for hard, everyday production work. Bar is shaped 
to provide great strength for its weight. Smooth, 
wide flange will not mar working surfaces. 
Quick-action, no-slip notches are %" apart and 
formed in the web for greater bar strength. 
High-strength, ductile slide won't slip or bind, 
and is easily released. Compressed metal paw! 
engages notches and ensures positive stop. 
Clamping surface is 1's" deep x 1" wide, 

screw diameter is 5", and bar dimension is 

hs" X 15" x %". Functional work holding capacity 
is from 2' to 8. 


21. Light-Service Steel Bar Clamp 

No. 32 Series 

Light-duty clamp is designed for general 
clamping applications. Multiple-disc clutch 
provides quick adjustment, secure hold and 
instant release. Has a 4" x 4" steel bar, 4" swivel 
and 2%" throat depth. Fixtures have red enamel 
finish. Functional work holding capacity is from 

6" to 36". 


29. Corner Clamp 

No. 8404 

Clamps miter or butt joints at a true 90° angle. Ideal 
for making picture frames, cabinets, molding and trim. 
Holds work up to 3" in width, leaving joints fully exposed 
for nailing, gluing and doweling. Two countersunk 
holes permit mounting to a workbench. Jaw opening 
size is 3". 


30. 3-Way Edging Clamp 
No. 243 


Provides a convenient and practical method for 
applying “right-angle” pressure to the edge or side 
of work while holding or repairing molding, trim and 
decorative strips. Rugged, bright-plated frames with 
steel screws, swivels and sliding crosspin handles. 
Jaw opening size is 2/4". 


31. Brink & Cotton® Spring Clamps 
Lightweight, inexpensive tools with countless uses 
for assembly and repair around the home and shop. 
The pressure applied by the tips is sufficient for 
gluing or dry assembly. Heavy-gauge steel jaws are 
treated for years of service. Tempered steel spring. 
Jaw opening sizes are from 1" to 3°. Available with 
or without vinyl covers for tips and handles. 


32. 4-Corner Picture Frame Clamp 

No. 87 Series 

Clamps all four corners of square or rectangular frames 
and cabinets. Provides equal pressure without marring 
the work. Particularly suited to the mitered corners of 
picture frames. Precision die-cast corner blocks with 
plated “" steel screws, adjusting nuts and connectors. 
Includes full instructions and suggested applications. 
Maximum opening sizes are 24" x 24" and 48" x 48". 


33. Handscrews 

Designed for the craftsman who needs evenly controlled 
clamping pressure for gluing or assembly work with 
minimum possibility of marring fine finishes. Easily 
adjusted to conform to nonparallel surfaces. Jaws are 
made from specially selected hardwood. Cold-drawn 
steel spindles with quick-acting, double-lead 

thread. Handscrews are suitable for boat building, 
woodworking, and school shops, as well as furniture 
and cabinet making. Jaw lengths are 6" to 14" with 
openings from 3" to 10". 


34. The Gripper 

Fiberglass-reinforced nylon design; has tremendous 
gripping pressure and is ideal for fixturing, gluing and 
any number of uses around the workshop or home. 
Maximum opening is 1%”. 


35. Web Clamp 
No. 891 


Applies even clamping pressure around large or 
irregularly shaped work that is difficult to hold with 
conventional clamps. The 15' long, 1° wide nylon 
webbing will not mar work. Includes four steel miter 
corners to hold 90° joints, and a handy steel wrench 
for easy tightening. Features quick-lock adjustment. 
Used for making picture frames, furniture repair, 
cabinet work and tying down loads. 


) To order any of the products in this catalog, 
) call your local supplier: 


The American Alternative 
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Toll Free: 1 800 543-3224 

Fax: 1 800 543-3225 
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